
The ability to set up, control and monitor single
 or multiple SFE3 Soft starters has now been introduced 

With the addition of the AP9A00 serial card it now allows control to be 
switched between an integral Keypad or alternately through an 

external isolated Modbus network.

Modbus
RS 485

Add on Card

NEW  MODBUS 
COMMUNICA TIONS

NEW  MODBUS 
COMMUNICA TIONS

For the SFE3
Range of  Soft

 Star ters

For the SFE3
Range of  Soft

 Star ters



SD 00087 issue01 040407

COMMUNICATIONS TECHNICAL SPECIFICATIONS

AP9A00 Serial CardAP9A00 Serial Card

5MC Soft Start Station 1

Links fitted to AP9A00 :
All middle Starters None

5MC Soft Start Station 2

Links fitted to AP9A00 :
All middle Starters
NONE

AP9A00 RJ,ST
 Comms card

5MC Soft Start Station 3

Links fitted to AP9A00 :
Last Starter J4,J5

Network
Start

Network
End

Modbus
Master PLC or

HMI

Network Application AP9A00 fitted with screw terminal and using twisted
pair cabling

PLC

b a
g

Terminating
resistor b a g

AP9A00 RJ,ST
 Comms cardb a g

AP9A00 RJ,ST
 Comms cardb a g

An upgrade kit is available for existing SFE3 installations
Contact your supplier for further information
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